DIE-CAST ALUMINUM BOXES

Catalog No. External D|menswns Internal Dlmenswns* Wall
Style A Thlckness Lbs

CU-123 362"  1.507 121 1.06" 3300 1.18 109 1.007

CU-124 4377 2377 121" 106" 405 205 1.09° 1.00° .os" .50
CU-234 468 368 221" 206 424 324 209 2.00° 09" 75
CU-247 739" 470" 221" 206 7.08 433 209 2.00° 09 125
CU-347 739" 470" 321" 306 7.08 433 309 3.00° 09 150
CU-470 200" 200° 125 109" 180 180 1100 101 06" 25
CU-471 433 325 175 159° 406" 3000 1607 151 09" 75
CU-472 475" 315 233 2177 443 235 218 209 09" 75
CU-473 468 368 134 1.18 443 343 119 110 09" 75
CU-474 475 475 233 2177 443 443 218 209 09 1.00
CU-475 475 475 375 3597 4300 4300 3607 351 09 1.25
CU-476 6.00" 3.25" 2.00" 1.84 5.68" 2.93" 1.85" 1.76" .09 1.00
odrr 739 470 10 134 714 445 135 16 09 100 The Low Cost, Die-Cast Aluminum Enclosure
CU-478  7.50° 7500 262 246 718 7.8 247 238 09 2.00
CU-479 437 2377 213 198 405 205 198 1.90° 06" 60 Bud offers fifteen box sizes, each with close-fitting flanged
*Reference only - Request drawing for internal configuration and dimensions. covers fastened to bosses in the body with screws. This, plus
6-32 x 50" flat head cover mounting screws furnished. the thickness of the #ADC-12 aluminum alloy, offers excellent
pr— screening properties. These lightweight, easy to machine
L enclosures have a number of uses: instrument and meter cases,

filter networks, junction bosses, switching, and many other
applications requiring a small box. In addition, they’re ideal

for concealed or other interior use where a safety closure is
necessary.

FINISHES
o Natural finish or Gray (add suffix G)

|

DIE-CAST ALUMINUM BOXES

ECONOBOX

WITH MOUNTING BRACKET

Catalog External Dimensions Internal Dimensions Mtg Dim. Wall  Est Wt,
No. Tkns 0z
.06" 9.0

CU-4123 150 100 425" 050
CU-4124 4.3' 237 1.21" 1.06’ 4.05" 2.05" 1.09" 1.00° 5000 125 .06 105
CU-4234 46 368" 2217 206 424 324 209 200 525 256 .09 150
CU-4247  7.3° 4707 2217 206 7.08° 433 209 200 800" 350° .09 260
CU-4347  7.3° 4707 321" 306 7.08° 433 309 300 7.88° 350" .09 300
CU-4470 2.0 200" 1.25° 1.09° 180" 1.80° 1.10° 1.01" 263 .87 .06 5.0
CU-4471 43 325 175 159 406" 300 1.60° 151" 500" 212" .09 145
CU-4472 47" 315 233 217 443 235 218 209° 538 2000 .09 145
CU-4473 46 368" 134 118 443 343 119 110" 525 256" .09 145
CU-4474 47 475 233 217 443 443 218 209° 538 350° .09 195
CU-4475 47" 475 375 359 430" 430" 360" 351" 525 350° .09 235
CU-4476  6.00° 325 200" 1.84° 568" 293 185 176" 663 212 09 200 Low-cost die-cast aluminum boxes, with external mounting
CU-4477 739 470° 150° 134 714 445 135 116" 800" 350° .09 205 brackets, increase both adaptability and use.
CU-4478 7507 7507 2.62° 246" 718 718 247" 238 813 625 .09 390
CU-4479 437" 2377 213 198" 405 205 198 1.90° 500" 125 .06 115 DESIGN FEATURES

e ADC-12 aluminum alloy

o Excellent screening properties
o (lose fitting covers attach with #6-32 screws

e Easily machined or modified to any application requirement
[ e Mounts to wall or panel with #10 size screws (not furnished)
E e Heavy duty .09" thick external wall mounting bracket
FINISHES
e Natural or smooth black powdercoat (add -B suffix to part number)

All products can be custom modified to your specifications. For full dimensional information, see our Web site at www.budind.com.



DIE-CAST ALUMINUM BOXES

ECONOBOX

WITH MOUNTING BRACKET COVER

Low-cost die-cast aluminum boxes, with
external mounting brackets cast into the cover,
increase both adaptability and use.

DESIGN FEATURES
e ADC-12 aluminum alloy
e Excellent screening properties
e (lose fitting covers attach with #6-32 screws

e Easily machined or modified to any application
requirement

e Mounts to wall or panel with #6 size screws (not
furnished)
FINISHES

e Natural or smooth black powdercoat (add -B suffix to
part number)

CU-5123 3,62 3.25

CU-5124 437" 237 1.217 106" 405" 2.05° 109" 100" 284 399" .06 105
CU-5234 468" 3.68" 2217 206" 424" 324" 209" 200" 415 431" .09° 150
CU-5247 739" 470" 221" 206" 7.08 433 209" 200" 517" 7.02° .09° 26.0
CU-5347  7.39" 470" 321" 306" 7.08 433" 309 300" 517 7.02° .09° 300 s
CU-5470  2.00" 2.00" 1.25" 1.09° 180" 1.80" 1.10" 101" 246" 1.62° .06 5.0

CU-5471 433" 325" 175" 159" 406" 3.00° 160" 151" 372" 396" .09° 145 H L F J
CU-5472 475" 315" 233" 217" 443" 235" 218 209" 362" 438 .09° 145
CU-5473 468" 3.68° 1.34" 1.18" 443" 343 119" 110" 415 431" .09° 145
CU-5474 475" 475" 233 217" 443" 443 218 209" 521" 4377 .09° 195
CU-5475 475" 475" 375 359" 430" 430" 360" 351" 521" 4377 .09° 235
CU-5476  6.00° 325" 200" 1.84" 568 293 1.85" 176" 372" 560" .09° 20.0
CU-5477  7.39" 470" 150" 134" 714 445 135 116" 517" 7.02° 09" 205
CU-5478 750" 750" 2.62° 246" 718 718 247" 238 7977 7127 09" 39.0
CU-5479 4377 237" 213" 198" 405 205" 1.98° 190" 284" 398 06" 115

External Dimensions Internal Dimensions Mtg. Dim. Wall  Est. ¢ 8
Wt. L ]
Catalog No.| A B C D E F G H | J Tkns  Oz. | o r
“ 150" 1.217 1.06” 330" 118 1.09° 1.000 1.97 " .06" 9.0 -

Conet Booy A

[

For full dimensional information, see our Web site at www.budind.com. All products can be custom modified to your specifications.




