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s38 SAGINAW CONTROL & ENGINEERING ¢ STOCK PRICE LIST
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—
. Continuous Hinge
S o
5 Enclosures CONTINUOUS HINGE ENCLOSURES
= § ENCLOSURE PRODUCT CODE A1 SUB-PANEL (P3)
Euw Catalog Height Width Depth Industry  List | Catalog Panel Panel List
o Appll cation - No. (A) (B) (C) Standard Price | No. Height (D)  Width (E) Price
= Designed for use as electrical junction SCE-404CHNF 413 400 300 IS4  37.68 | No Panel
-.E‘gg boxes, terminal wiring boxes, instrument SCE-4044CHNF 413 4.00 4.00 IS4 38.97 | No Panel
g‘s,’g housings, and electrical control enclosures. SCE-604CHNF 613 400 3.00 IS4  42.36 |SCE-6P4 500  3.00 3.01
882 Provides protection from dust, dirt, oil | gor goaschE 613 400 400 IS4 4548 |SCE-6P4 500 300 301
eI and water. For installation information, sc c s sc
en consult our Installation Manual at www. E-606CHNF 613 600 400 IS4 4937 |SCE-6P6 500  5.00 3.61
saginawcontrol.com. SCE-806CHNF 813 600 350 IS4 53.27 |SCE-8P6 700  5.00 417
. SCE-8066CHNF 813 600 6.00 IS4 62.66 | SCE-8P6 700 5.0 417
5% Construction - SCE-808CHNF 813 800 400 IS4 5978 |SCE-8P8 700  7.00 4.89
23 + 0.063” carbon steel. SCE-8086CHNF 813 800 600 IS4 6869 |SCE-8P8 700  7.00 4.89
= . :
= Seamtic°”t|'1”‘:°“3'yr’e'dl‘:d ?”d ground | G 1008CHNF 1013 800 400 IS4 6939 [SCE-0P8 900 700 570
SMOoOotn, N0 Noles or KNoCKouts.
e = o sl Gainiess il ik Glikss SCE-1008CHSNF 1013 800 4.00 IS4 73.30 |SCE-10P8 900  7.00 5.70
z 2 steel pin. SCE-10086CHNF 1013 800 6.00 IS4 79.24 | SCE-10P8 900  7.00 5.70
(7]
ggg + Stainless steel external screw clamps are SCE-10106CHNF 1013 10.00 600 IS4  80.55 | SCE-10P10 900  9.00 6.73
- — .
‘ég-g quick and easy to operate. SCE-12064CHNF 1243 600 400 IS4 63.66 | SCE-12P6 11.00 5.0 535
= = o H H
owe O Gesteiali g e o SCE-1210CHNF 1213 1000 500 IS4 8729 |SCE-12P10 1100 900 772
(Vo) + Standoffs provided for mounting optional
o sub-panels. SCE-1210CHSNF 1243 1000 500 IS4 89.33 |SCE-12P10  11.00  9.00 7.72
g + Welded mounting provision top and SCE-12106CHNF 1213 10.00 6.00 IS4 91.96 | SCE-12P10 11.00 9.00 7.72
E8% bottom of back. SCE-12108CHNF 1213 1000 800 IS4 9874 [SCE-12P10 1100 900 772
o 3 o
=8: Ground stud on door and body. SCE-1212CHNF 1213 1200 600 IS4 10132 |SCE-12P12 1100 1100 908
el Finish SCE-14086CHNF 1413 800 600 IS4 87.06 | SCE-14P8 1300  7.00 7.39
o nish - - SCE-1412CHNF 1413 1200 600 IS4 11250 [SCE-14P12 1300  11.00 103
% ANSI-61 gray powder coated inside and out SCE-1412CHSNF 1413 1200 6.00 IS4 11813 |SCE-14P12 1300  11.00  10.13
23 8 Optional sub-panels powder coated white. : : ' ' : : . : :
SE g% SCE-14128CHNF 1413 1200 800 IS4 119.01 |SCE-14P12 1300  11.00  10.13
S 5w
==
23 é% IS4 - Industry Standards - SCE-16106CHNF 1613 10.00 6.00 IS4 102.65 |SCE-16P10 1500  9.00 9.90
2och NEMA Type 3R, 4, 12 & Type 13 SCE-1614CHNF 16.13 1400 600 IS4 13171 |SCE-16P14 1500 1300  19.95
—~ UL Listed Type 3R, 4 & 12 SCE-1614CHSNF 1613 1400 6.00 IS4 138.30 [SCE-16P14 1500 1300 1995
.CESCASBVQ’SJI%&Q SCE-I6148CHNF 1613 1400 800 IS4 14366 |SCE-16P14 1500 1300  19.95
£ 4 SCE-161410CHNF ~ 16.13 14.00 10.00 IS4 150.70 |SCE-16P14 1500 1300  19.95
g = ***Special Instructions apply for 1S3, 1S4 and 1S6
=3 to maintain the environmental rating of Type 3R . e . .
S for these parts. See the Special Instructions on Catalog numbers containing an “S” are hinged on the short side.
=4 the Industry Standards page in the Technical
== Information Section.
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= = = CLAMPING NOTE: =
j@ ENCLOSURES < 10.00 [254] IN HEIGHT REQUIRE
ONE CLAMP CENTERED VERTICALLY ON DOOR. 2 @
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