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Clamp Fastened
Single-Door Enclosures
For Flange-Mounted
Disconnects

Application -

Designed to house most standard type
disconnects. For outdoor application a drip
shield is recommended. For installation
information, consult our Installation Manual
at www.saginawcontrol.com.

Construction -

+ 0.075" carbon steel.

+ Seams continuously welded and ground
smooth.

+ Concealed hinges.

* Door clamps are quick and easy to
operate.

+ Flange trough collar around all sides of
door opening.

* Interior print pocket.

¢ Collar studs provided for mounting
optional sub-panels.

* Oil-resistant door gasket.

+ Disconnect cutout provided on flange.

+ Ground stud on door and body.

+ No stiffener required.

+ Welded mounting provision top and
bottom of back.

+ Provision for Lifting Lugs included on
enclosures with Height >48" and with
Depth >16". Lifting Lug assembly will
be included with the enclosure bolt pack
and hole plugs provided to seal holes in
bottom of enclosure.

Disconnect switch (or circuit breaker)
and operating mechanism are not
furnished with this enclosure.

Finish -
ANSI-61 gray powder coated inside and out.
Optional sub-panels powder coated white.

1S4 - Industry Standards -
NEMA Type 3R, 4, 12 & Type 13
UL Listed Type 3R, 4 & 12
CSAType 3R, 4 & 12

IEC 60529 P66

**Special Instructions apply for 1S3, 1S4 and 1S6
to maintain the environmental rating of Type 3R
for these parts. See the Special Instructions on
the Industry Standards page in the Technical
Information Section.

SAGINAW CONTROL & ENGINEERING « STOCK PRICE LIST

CLAMP FASTENED SINGLE-DOOR ENCLOSURES FOR
FLANGE-MOUNTED DISCONNECTS

ENCLOSURE PRODUCT CODE A3

SUB-PANEL (P3)

Catalog Height Width Depth Industry  List |Catalog Panel Panel List
No. (A) (B) (C) Standard Price |No. Height (D)  Width (E) Price
SCE-24HS2108LP 2400 2138 800 IS4 45648 |SCE-24P20  21.00  17.00 4557
SCE-24HS2508LP 2400 2538 800 IS4 49410 |SCE-24P24  21.00  21.00 53.18
SCE-30HS2508LP 30.00 2538 8.00 IS4 546.77 [SCE-30P24 ~ 27.00  21.00 63.29
SCE-36HS2508LP 36.00 2538 8.00 IS4 601.95 [SCE-36P24  33.00  21.00 75.96
SCE-36HS3108LP 36.00 31.38 800 IS4 67719 [SCE-36P30  33.00  27.00  101.27
SCE-36HS3112LP 36.00 31.38 12.00 IS4 74993 [SCE-36P30  33.00 27.00 101.27
SCE-42HS3112LP 4200 31.38 1200 IS4 82267 |SCE-42P30  39.00  27.00 11647
SCE-42HS3712LP 4200 37.38 1200 IS4 91547 |SCE-42P36  39.00  33.00  136.72
SCE-48HS3712LP 48.00 37.38 12.00 IS4 995.72 |SCE-48P36 4500  33.00  154.46
SCE-60HS3712LP 60.00 37.38 12.00 IS4 1,158.75 | SCE-60P36  57.00  33.00  189.89

Phone (989) 799-6871
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11.63 [295] when C = 12.00 [304]

require a fourth clamp located vertically

Enclosures > 44.00 [1117] in height
on the door.
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