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. Screw Cover
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5 Enclosures SCREW COVER ENCLOSURES
=3 ENCLOSURE PRODUCT CODE A1 SUB-PANEL (P3)
Suw Catalog Height Width Depth Industry  List | Catalog Panel Panel List
(@) . . No. A B C) Standard Price | No. Height (D) Width (E Price
Application - SCE-404SC 4(132 420) 3(0(: IS4 37.62 | No Panel oo .
°§,g Designed for use as electrical junction ” ’ ’ ’ ' orane
_E‘g 2 boxesy terminal Wiring boxes’ instrument SCE-4044SC 413 4.00 4.00 1S4 37.62 | No Panel
g§°§ housings, and electrical control enclosures. SCE-604SC 613 400 3.00 IS4 4264 |SCE-6P4 5.00 3.00 3.01
P » O q . .
282 Provides protection from dust, oil SCE-6044SC 613 400 400 IS4 4765 | SCE-6P4 500 300 3.01
= and water. For installation information, oo oo 613 600 400 IS4 50417 | SCE-6P6 500 500 361
consult our Installation Manual at www.
saginawcontrol.com. SCE-8065C 813 600 350 IS4 5268 |SCE-8P6 700 500 417
. SCE-8066SC 813 600 600 IS4 60.19 |SCE-8P6 700 500 417
E% Construction - SCE-808SC 813 800 400 IS4 60.19 |SCE-8P8 700 7.00 4.89
85 + 0.063" carbon steel. SCE-1008SC 1013 800 400 IS4 6522 |SCE-10P8 900  7.00 5.70
i‘;_‘ + Seams continuously welded and ground SCE-100865C 1013 800 600 IS4 7399 |SCE-10P8 900 7.0 570
smooth, no holes or knockouts. SCE-1010SC 1013 1000 400 IS4 7273 [SCE-I0P10 900  9.00 6.73
T = + Captivated cover screws thread into
2 3 sealed wells SCE-10106SC 1013 1000 600 IS4 8151 [SCE-10P10 900  9.00 6.73
>N .
gg§ + Oil resistant gasket. SCE-1210SC 1213 1000 500 IS4 8276 |SCE-12P10 1100  9.00 7.72
BSe + Standoffs provided for mounting optional | sCE-121010SC 1243 1000 10.00 IS4 12541 [SCE-12P10 1100 900 772
SSS
on& sub-panels. SCE-12125C 1213 1200 600 IS4 9656 |SCE-12P12 1100  11.00 9.08
o SCE-1412SC 1413 1200 6.00 IS4 10534 [SCE-14P12 1300 1100  10.13
Finish - SCE-1614SC 1613 1400 600 IS4 12289 |SCE-16P14 1500 1300 1995

ANSI-61 gray powder coated inside and out.
Optional sub-panels powder coated white.

(Stainless Steel)
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Enclosures

1S4 - Industry Standards -
NEMA Type 3R, 4, 12 & Type 13
UL Listed Type 3R, 4 & 12
CSAType 3R, 4 & 12

IEC 60529 IP66

6

Free-Standing &
Floor-Mounted
Enclosures
(Stainless Steel)

***Special Instructions apply for 1S3, 1S4 and 1S6
to maintain the environmental rating of Type 3R
for these parts. See the Special Instructions on
the Industry Standards page in the Technical
Information Section.
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Non-Metallic
Enclosures

9 Accessories 8

Technical
Information
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SCREW COVER ENCLOSURES
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NOTE:

SUB-PANEL SOLD SEPARATELY

=
E SEALED

WELLS
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SECTION X-X

1
N~
o]
R.u
(o]
(o]
~
—
[o)]
[<e]
(22
<
(0]
c
o
<
o

Fax (989) 799-4524

O
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