SAGINAW CONTROL & ENGINEERING « STOCK PRICE LIST

1 Operator System
Enclosures

XD Heavy Duty XD HEAVY DUTY FREE-STANDING ENCLOSURES
” Free-Standing Enclosures | WITH EXTERNAL DISCONNECT ENCLOSURE INSTALLED
Sg K .
23 with External Disconnect SINGLE-DOOR ENCLOSURES
=o
=5 Enc|osure |nsta"ed ENCLOSURE PRODUCT CODE A2 SUB-PANEL (P3)
(o | Catalog Height Width Depth Industry List | Catalog Panel  Panel List
Aoplicati No. (A) (B) (C) Standard  Price | No. Height (D) Width (E)  Price
3 pplication - "
gg . Designed to house the main power supply in SCE-72XD2818 72.00 2750 18.00 1S4 2,697.79 | SCE-64P25 60.00 21.75 IhbRcER
E 3 £ external enclosure on the right side of main SCE-72XD2818G 72.00 27.50 18.00 1S4 2,697.79 | SCE-64P25GALV** 60.00 21.75 [hBBdkal
h=a | keeping the live side of the power
B= enclosure, keeping the live s p : : o §
$ Sé supply separate from the primary electrical SCE-72XD3418 72.00 3350 18.00 1S3 2,867.38 | SCE-64P31 60.00 27.75 In6iddett
Wi w equipment. Provides protection from dirt, dust, SCE-72XD3418G 72.00 3350 18.00 1S3 2,894.92 | SCE-64P31GALV** 60.00 27.75 IhBRdH
cn oil and water and can house most standard "
type disconnects. For Installation information SCE-72XD4018 72.00 3950 18.00 1S3 3,036.98 | SCE-64P37 60.00 33.75 [hBREA
con.sult our Installation Manual at www. SCE-72XD4018G 72.00 39.50 18.00 1S3 3,036.98 | SCE-64P37GALV** 60.00 33.75 MROAEH
2 CEIETENH T G SCE-84XD4018 8400 3950 18.00 1S3 3249.56 | SCE-76P37* 7200 3375 B6DES
£3 C%qgg'rgafﬁéﬁgt;a SCEB4XDA018G 8400 3050 1800 IS3 3.249.56 | SCE-76P3TGALV* 7200 3375 BEBAS
= . o o
§§ + Seams continuously welded and ground SCE-90XD4018 90.00 39.50 18.00 1S3 3,400.06 | SCE-82P37* 78.00 33.75 BBt
= smooth. . SCE-90XD4018G  90.00 3950 18.00  IS3 3,400.06 | SCE-82P37GALV* 78.00 3375 B20RY
. + Flange trough collar around all sides of
= door opening.
img + Body stiffeners in large enclosures for
Pea extra rigidity.
= Qé + Heavy duty lifting eyes anchor into
8G'E reinforced top. -
SE& + Removable center posts permit easy sub- TWO-DOOR ENCLOSURES
V) panel installation. ENCLOSURE PRODUCT CODE A2 SUB-PANEL (P3)
o + Concealed hinges. ; Catalog Height Width Depth Industry List | Catalog Panel  Panel List
3 0 glack ﬂmt: cli1|.e cast pﬁdlqcklng handles. No. (A)  (B)  (C) Standard Price | No. Height (D) Width (E) Price
- + 3-point latching mechanism. - ) "
§§$ +  Large removable print pockets. SCE-72XD5418 72.00 53.75 18.00 1S4 3,880.19 | SCE-64P52 60.00 48.00 DBdHkd
= o= + OQil-resistant gasket. SCE-72XD5418G 72.00 53.75 18.00 IS4 3,880.19 | SCE-64P52GALV** 60.00 48.00 DBBH:BH
Fes + Removable panels mount on collar studs. "
=50 . Defeater on master door requires a SCE-72XD6618 72.00 6575 18.00 1S3 4,228.93 | SCE-64P64 60.00 60.00 BeRAS
\& screwdriver to open. SCE-72XD6618G 72.00 65.75 18.00 1S3 4,352.91 | SCE-64P64GALV** 60.00 60.00 HBRESRI
. + Mechanical interlock activated by the "
o;g 3 External Disconnect prevents main door of SCE-72XD7818 7200 77.75 18.00 1S3 4,576.49 | SCE-64P76 60.00 72.00 H2nhds
%‘g gﬁ the enclosure from being closed unless the SCE-72XD7818G 72.00 77.75 18.00 1S3 4,693.16 | SCE-64P76GALV** 60.00 72.00 BBLII
§858 EXD enclosure is first closed. "
ﬁ§§is’ + Mechanical interlock activated by master SCE-84XD7818 84.00 77.75 18.00 1S3 4,955.10 | SCE-76P76 7200 72.00 HBRFS
&»Egg door prevents slave doors from .being SCE-84XD7818G 84.00 77.75 18.00 IS3 5,066.93 | SCE-76P76GALV** 72.00 72.00 B2Rddi
~ opened first. Doors can be closed in any | gee goxpzg1s 9000 7775 1800 1S3 521427 | SCE-G2P7E™ 7800 7200 BoNAR
order.
+ Hole plugs provided to seal holes in bottom SCE-90XD7818G 90.00 77.75 18.00 IS3 5,352.65 | SCE-82P76GALV** 78.00 72.00 BEfidsl
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of enclosure.
+ Ground stud on door and body.
+ Provisions for light kit.
Disconnect switch (or circuit breaker) and
operating mechanism are not furnished
with enclosure.
Finish -
ANSI-61 gray powder coated inside and out.
Sub-panels powder coated white.

IS3 - Industry Standards -
NEMA Type 3R, 12 & Type 13
UL Listed Type 3R & 12

CSA Type 3R & 12

[EC 60529 IP55

1S4 - Industry Standards -
NEMA Type 3R, 4, 12 & Type 13
UL Listed Type 3R, 4 & 12
CSAType 3R, 4 & 12

IEC 60529 IP66

***Special Instructions apply for 1S3, 1S4 and 1S6
to maintain the environmental rating of Type 3R
for these parts. See the Special Instructions on the
Industry Standards page in the Technical Information
Section.

Part numbers ending in “G” have galvanized
sub-panels installed.

**Sub-panel included with enclosure.

Replacement sub-panels can be ordered.
Prices found in the accessory section.

Phone (989) 799-6871
Fax (989) 799-4524
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THREE-DOOR ENCLOSURES

ENCLOSURE PRODUCT CODE A2

SUB-PANEL (P3)

Phone (989) 799-6871
Fax (989) 799-4524

g
Your Enclosure Source

Catalog Height Width  Depth Industry List | Catalog Panel  Panel List
No. (A) (B) (C) Standard  Price | No. Height (D) Width (E)  Price
SCE-72XD3EQ18 72.00 9950 18.00 1S3 5,563.84 SCE-64P31’; 60.00 27.75 I6mdEt
SCE-64P64** 60.00 60.00 BeRdE
SCE-72XD3EQ18G ~ 72.00 99.50 18.00 IS3 5,698.50 | SCE-64P31GAL f&* 60.00 27.75 MeRd&l
SCE-64P64GALV**  60.00 60.00 HBRERI
SCE-72XD3EW18 7200 117.50 18.00 1S3 6,112.02 SCE-76P37’; 7200 3375 R6LES
SCE-64P76** 60.00 72.00 #HREES!
SCE-72XD3EW18G ~ 72.00 117.50 18.00 IS3 6,267.77 | SCE-76P37GAL ;* 7200 33.75 BROBEE
SCE-64P76GALV**  60.00 72.00 btidat
SCE-84XD3EW18 84.00 117.50 18.00 1S3 6,676.66 SCE-76P37’; 7200 3375 R6LES
SCE-76P76** 7200 72.00 #HeRIRI
SCE-84XD3EW18G ~ 84.00 117.50 18.00 IS3 6,865.73 | SCE-76P37GAL ;* 7200 33.75 BROB.EA
SCE-76P76GALV**  72.00 72.00 B2Riddl

XD Heavy Duty
Free-Standing Enclosures
with External Disconnect
Enclosure Installed

Application -

Designed to house the main power supply in
external enclosure on the right side of main
enclosure, keeping the live side of the power
supply separate from the primary electrical
equipment. Provides protection from dirt, dust,
oil and water and can house most standard
type disconnects. For Installation information
consult our Installation Manual at www.
saginawcontrol.com.

Construction -

+ 0.125” carbon steel.

+ Seams continuously welded and ground
smooth.

+ Flange trough collar around all sides of
door opening.

+ Body stiffeners in large enclosures for
extra rigidity.

+ Heavy duty lifting eyes anchor into
reinforced top.

+ Removable center posts permit easy sub-

panel installation.

Concealed hinges.

Black zinc die cast padlocking handles.

3-point latching mechanism.

Large removable print pockets.

Oil-resistant gasket.

Removable panels mount on collar studs.

Defeater on master door requires a

screwdriver to open.

* Mechanical interlock activated by the
External Disconnect prevents main door of
the enclosure from being closed unless the
EXD enclosure is first closed.

+ Mechanical interlock activated by master
door prevents slave doors from being
opened first. Doors can be closed in any
order.

* Hole plugs provided to seal holes in bottom
of enclosure.

+ Ground stud on door and body.

+ Provisions for light kit.

Disconnect switch (or circuit breaker) and

operating mechanism are not furnished

with enclosure.

Finish -

ANSI-61 gray powder coated inside and out.

Sub-panels powder coated white.

IS3 - Industry Standards -
NEMA Type 3R, 12 & Type 13
UL Listed Type 3R & 12

CSA Type 3R & 12

[EC 60529 IP55

1S4 - Industry Standards -
NEMA Type 3R, 4, 12 & Type 13
UL Listed Type 3R, 4 & 12
CSAType 3R, 4 & 12

IEC 60529 IP66

**Special Instructions apply for 1S3, 1S4 and 1S6
to maintain the environmental rating of Type 3R
for these parts. See the Special Instructions on the
Industry Standards page in the Technical Information
Section.
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XD HEAVY DUTY FREE-STANDING ENCLOSURES
WITH EXTERNAL DISCONNECT ENCLOSURE INSTALLED
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XD HEAVY DUTY FREE-STANDING ENCLOSURES
WITH EXTERNAL DISCONNECT ENCLOSURE INSTALLED
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